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SINGLE-STROKE PUMPS 
 
 

Heavy-duty pumps with a minimum level of space requirement, 
equipped with reservoirs made of a light die-cast alloy. 
Pumps for grease with follower plate and level indicator dipstick. 
Pump for oil with loading filter.  
 

 
 
 
 
 
 
            
                 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
 
 
 
 
                       *The two height values refer to an empty/full reservoir. 

  

**Min 32 cSt – Max 1000 cSt 

 
 
 
 
 
 
 
 
 
 

 
 

CODE RESERVOIR LUBRICANT 
HEIGHT 

MM. (IN.) 
WIDTH 

MM. (IN.) 
DEPTH 

MM. (IN.) 
WEIGHT 
KG. (LB.) 

3105024 
0.8 kg. 
(1.7 lb) 

NLGI 00 
340/350 

(13.39/13.78)* 
120 (4.72) 138 (5.43) 2.2 (4.8) 

3105023 
0.8 L 

(1.7 pints) 
OIL** 340 (13.39) 120 (4.72) 138 (5.43) 2 (4.4) 

Characteristics 

Heavy duty 
alloys  

C2237PE WK 12/07 

 

Dropsa products can be purchased at Dropsa branches and authorised distributors. Go to 

www.dropsa.com/contact or write to sales@dropsa.com 

subsidiary and Dropsa sales representatives, visit www.dropsa.com/contact or 
contact us sales@dropsa.com 

 

Distributor info: 

 

TECHNICAL SPECIFICATIONS 

Max. pressure: 7MPa (70 bar) (1015 psi.) 

 Flow rate 7.5 cm
3
 (.45 cu.in) 

 

Outlet connection lubricant: M10x1 
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