HAMMER PUMP §

THE RELIABLE, PRECISION-DRIVEN LUBRICATION PUMP
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GALVANISED STEEL - ALUMINIUM
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ubrication Systems Specialists

L

30 29

| -
| 2
12.5 ‘; G174 UNI-1S0 22871
2 Outlet
==l 5|
| 1 NP
S|E
£
L : 060
Fox YA
¥ ) i i
e J
-
— . 3
— hx M12—] (& (}
=
2x M12———|
-
fb o
PSR-
HoF
I 7
— N O
i— e )
92 = 75 S
| 100

| Backup Pump

——————————= G.rease
Nipple

®

Cartridge —]

Lubrication Point

Pumping
Element

The line must be depressurised
after each lubrication cycle

0il ‘

www.dropsa.com

7/ AN\ - AdELT7Z)



ubrication Systems Specialists

DropsA /

1. Cartridge 2. Screw Cap with optional Hydraulic Inlet
3. Pump Body 4. Grease Nipple for Manual Lubrication
5. Fastening Thread (4x) 6. Hydraulic Inlet

7. Grease Outlet 8. Optional P Hydraulics Inlet

9. Screw Cap

ORDERING INFORMATION

DESCRIPTION CODE

Hammer Pump S - Galvanised Steel 3414110
Hammer Pump S - Aluminium 3414111
Cartridge gr 150 3079387
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