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Needle seal 

Key mm 13 
1.93 - 2.16 in. 

 
 

 
 
 
 

 
 
 
 
 

 
 
 
 

 
 
 
 
 
 
 
 
 
 

 
 
 
 

 
 

 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
  
 
 
 
 

Overpressure indicators are used to check pressure in the main or 
secondary line. 
 
They are available for pressure up to 380 bar (5511 psi). 
 
 
This kind of indicators, when the set pressure is accidentally exceeded, 
react with the internal opening of the needle seal with the release of 
excess oil, avoiding the block of the progressive divider. 
 
 
 
When pressure drops below the alarm threshold the 
system comes back at the initial settings 
 
 
 
 

Height mm 49-55 (1,93 – 2,16 in.) 
Key mm 13 (0,51 in.) 
Thread 1/8 BSP 
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CODE DESCRIPTION 

Bypass type 

1900040-A Pressure indicator 1/8 BSP – 200 Bar/2900Psi  

1900040-B Pressure indicator 1/8 BSP – 170 Bar/2490Psi  

1900040-C Pressure indicator 1/8 BSP – 140 Bar/2058Psi  

1900040-D Pressure indicator 1/8 BSP – 100 Bar/1470Psi  

1900040-E Pressure indicator 1/8 BSP – 85 Bar/1250Psi  

1900040-F Pressure indicator 1/8 BSP – 70 Bar/1029Psi  

1900040-G Pressure indicator 1/8 BSP – 50 Bar/735Psi  

1900040-H Pressure indicator 1/8 BSP – 380 Bar/5586Psi  
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Dropsa products can be purchased from Dropsa subsidiary and Dropsa sales 
representatives, visit www.dropsa.com/contact or contact us sales@dropsa.com 

 

Info distributor: 

 

http://www.dropsa.com/contact
file://///NAS01/Marketing/Materiali%20Brochure%20Manuali/NP/np%20in%20ALLUMINIO/MANUALI/sales@dropsa.com

