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Description: 
The Samba is a low cost Level Switch specifically designed to reduce installation and 
replacement times. 

  
 

  

Part. No. DESCRIPTION 

1655582 NO Switch + Float 

1655583 NC Switch + Float 

1655590 NO – NC Switch + Float 

6770063 Separate Float 

0014452 M3 screw 

0039976 Top connector 
 

Width of float is smaller than 
upper body allowing insertion 
and replacement of unit 
without dismantling reservoir 

Float is pushed on 

Nylon Stem can be 
cut to desired lenght 
by simply using tube 
cutters or pliers 

Reed is positioned 
out of the liquid for 
extra security 

Reversibile magnet 
position provides NO 
and NC level contact 

Standard 
30x30 3 pin 
connector 
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C2030PE WK 01/18 
Dropsa products can be purchased from Dropsa subsidiary and Dropsa sales 
representatives, visit www.dropsa.com/contact or contact us sales@dropsa.com 

Distributor info: 
 

CCHH AA RR AA CC TT EE RR II SS TT II CC SS ::   

Fixing diagram  
N. 2 holes M3 

Note: 
Samba Level Switches are supplied 
complete with Float but without Top 
Connector which should be ordered 
separately. 
 

http://www.dropsa.com/contact

	 Temperature range: -10 C to + 80 C
	 Max. commutable power: 50 W
	 Max. current: 1 A
	 Max. Voltage: 220 Vac

