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Caratteristiche 

 

  

0 – 60.000 cicli 1 – 60.000 cicli 

Sensore di ciclo 
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Z 
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Trolley mounted pneumatic pumps are particularly suited for the lubrication of 
male, ball and gate valves. 
 
They can be easily transported to the area of use as they are installed on a 
trolley. 
 
The trolleys are made in two versions to hold 5 kg and 25 kg barrels. 
 
 

Leghe di 
ottima 
tenacità  

Contatti  

TTEECCHHNNIICCAALL  IINNFFOORRMMAATTIIOONN 

DESCRIPTION PART No. 

5 kg pneumatic trolley mounted pump 0400605 

25 kg pneumatic trolley mounted pump 0400606 

  

 

GENERAL TECHNICAL INFORMATION 

Pumping system Piston 

Max. pressure 700 bar 

Operating temperature - 5 ÷ + 50 °C 

Lubricants Sealant/Grease max NLGI3 

Flow rate at 6 bar 400 gr*min 

Compression Ratio 100/1 
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I prodotti Dropsa sono acquistabili presso le filiali Dropsa e distributori autorizzati, consulta 
il sito www.dropsa.com/contact o scrivi a sales@dropsa.com 

 

Info Distributore: 
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dropsa@sales.com

